BENKEL CONSUMER ADHESIVES

A

T

MATERIAL SAFETY DATA SHEET

STIK N BEAL 10Z. ADHESIVE
0123782
1. CHEMICAL PRODUCT AND C

Product Name:
Item No.:
Product Type:

2. COMPOSITION, INFORMATI

Ingredisants

TOLUENE*

Thermoplastic rubber
Aromatic hydrocarbon resin
Polvyalicyelic resin
n—-HEXANE*

* This component 1s listed

Ingredients which have

Exposure Limits (TWA)

Ingredients
TOLUENE
Aromatic hydrocarbon resin

n—HEXANE

Expoasure Limits (STEL)

Ingredients

TOLUENE

3. HAZARDS IDENTIFICATION

Toxicity:

48/08/00
VON, OH 44011
ELEPHONE: {440) B37-7000
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OMPANY IDENTIFICATION
STIK N SEAL 10Z. ADHESIVE
01-23782

Adhesive

OH ON INCREDIENTG

CAZ No. %

108-88-3 40-45
113589-15-86 20-25
9017-21-4 15-20
Proprietary 15-20
110-54-3 5-10

as a BARA Section 313 Toxio Chemical.

exposurs limits

ACGIH OSHA GTHER
(TLV) (PEL)
50 ppm skin 100 ppm None
188 mg/M2 skin  375mg/M3
10mg/m3 (Inhal) 15 ng/m3{Totall None
Jmg/m3  (Reap) 5 my/m3 (Resp)
50 ppmTWA(skin) 500 ppm TWA None
1800 mog/ M3
ACGTH OSHA
{(TLA (FEL}
None 150 ppm
560mg /M3

May irritate eyes and skin. May cause temporary
corneal damage. May irritate upper respiratory
tract if inhaled. Inhalation of wery high concentr
concentrations may cause unconscicusness or death.
Chronic exposure may causeanenmlia, decreased blood
cell count, and bone marrow hypoplasia. May cause
apdominal spasms 1f swallowed. Aspiration of
material into the lungs may cause pneumonitis,
which may be fatal. Animal studies have shown thatb
exposure may cause welght gain, ovary weight
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Froduct Name: STIK N SEAL 10Z. ADHRESIVE
Ttem No.: 01-2378%
3. HAZARDS TDENTIFICATION foontinued)

redustion, inecreased liver weight, and testicular
immaturity.

Primary Routes of Entry: 3kin, inhalation, ingestion, eves.
Signs and Symptoms
of Bxposure: Fatigue, confusion, headache, nausea, dizziness,

drowsiness, difficulty in breathing, c¢hest pains,
lung irrxitatalon, edsma (which can be fatal),
respliratory failure, narcosis, nsrvous system
depression, coughing, wvomiting, gastrointestinal
disturbances and irritaticon, coma, asphyxia.
3kin redness, burning, drying, cracking.
Other symptoms may include nasal and throat
irritation, metallle taste, nmuscle weaknsss,
enphoria, exhaleration, lightheadedness, confusion
diarrhesa.

Existing Conditlons

Aggravated by Exposure: Skin discorders, impaired liver or kidney functions
raspiratory system disease, pulmonary disease,
lung disorders, central nervous system disorders,
peripheral nervous system disorders, visicn
defects, memory dininution, alcocholiam.

Literature Referenced Carcinogsan
Ingredients Target Organ and Other Health Effects NTP 1ARZ O3BHA
TOLUENE BEH CAR CNS5 DEV EAR IRR N NO NG
Thermoplastic rubber No Data NO o HG N
Aromatic hydrocarbon resin No Data N NO NG
Polyalicyelic resin No Data NG RO NG
n—HEAANE DEY IRR LUN NER REFP NO  NHO NG
Abbreviations
BEH Behavioral CAR Cardiac
CNS Central nervous system DEV Beveleopmental
EAR Ear IRR Irritant
LN Lung NER Nervous Svystem
EEP Reproductive
4. FIRBET AID MEASURES

Ingestion: Do noet induce vomiting. Keep individual calm.

Ontain medical attention.
Inhalation: Remove to fresh air. If symptoms persist, obtain

edical attention.
Skin Cantact : Wash with scap and water.
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Product Name: STIE N SEAL 10Z. ADHESIVE
Ttem No.: 01-23782
4, FIRST AID MEASURES {cont inued)
Eye Contact: Filush eves with water for at least 10 minutes.

Obhtain medical attention.

5. FIRE FIGHTING MEASURES

Flash Point: T7°F Method: Tag Clossd Cup
Reaommended

Extinguishing Agents: Carbon diozide, foam, dry chemical

Special Firefighting

Procedurses: NIOSH/MSHA approved sslf contained brsathing

apparatus with full plece operatsed in pressure dem
demand or other positive pressure mode.

Bazardous Products formed

by Fire or Thermal Decomp Irritating organic vapcrs, oxides of carben,
hydrocarbons, acrolein, acids, katones, aldshydes.

Unusual Fire or

Explosicn Hazards: Vapors can flow considerable distances along
surfaces to distant ignticon sources and flash back

Explosive Limits:

{% by volume in air)lLower Toluene: 1.27%
Hexane: 1.0%

(% by volume in zair)Uppesr Toluene: 7.1%

. ACCIDENTAL RELEASE MBEASURES

Steps Lo be taken in case
of spill or lesk: Remove sources of ignition., Maintailn adequate
ventialtion. Scak up with an inert absorbent.
Store in a closed container until disposal.

7. HBNDLING AND STORAGE

Safe Storage: Store away from sourcss of ignition. Keep
containsrs closed when not in use. Avold sexposurs
to direct sunlight.

{Contact Loctite Customer Service 1-800-243-4874 for shelf life information)

Randling: Avoild skin contact. Keep away from eyes. Avold
inhalation of vapors. Do not use near sources of
ignition., Ground metal containers during use.

8. EXPOSURE CONTROLS, PER3CHAL PROTECTION

Fyves: Safety glasses or goggles.
Skirn: Rubber or plastic gloves.
Ventilatlion: Sufficient fo maintain vapor concentration below

TLV. Ventilatlion should be explosion proof.
Respiratory NIOSH/MEHA approved resplrator.
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Froduct Name : STIK N SEAL 10Z. ADHRESIVE
Ttem No. 01-2378%
a8. EXPOSURE CONTROLS, PERICNAL PROTECTION {oontinued)

See Section 2 for Exposare Limits.

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance: Clear gel
Cdor: Solvent
Boiling Point: 151-232@F
PH 2 Does not appoly
Solubility in Water: Negligible
Specific Gravity 0.90%4
vaolatile Organic Compounnd

{(EPA Method 24) 48 _1%; 437 grams per liter
Vapor Fressure: Not available
Vapor Density: More than 1
Evaporation Rate

{Erher = 1) More than 1

10,  STABTLITY AND REACTIVITY

Stability: Stable

Hazardeous Polymerization: Will not ococour
Incompatibility: Strong oxidizers, acids.
Conditions to Avoid: Not avallable

Hazardeous Decomposition

Products {non-thermal}: None

11, TOXICOLOGICAL INFORMATION

Ses Section 3.

12. ECOLOGICAL INFORMATICN

No data available

13, DISPOBAL CONS3IDERATIONS

Recommended methods of

disposal: Incinerate following EPA and local regulations.
EPL Hazardous Waste
Numbe 1 DOOL/FO0S ~ Hazardous waste per 40CFR 261.21 and

261.31/Toluane
14. TRANSPORTATION INFORMATION

LDOT 49 CER O172)
Domestic Ground Transgort
Proper Shipping Name: Consumey Commodity (Not more than one liter);
Adhesives {More than one liter)
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Froduct Name: STIK N SEAL 10Z. ADHESIVE
Ttem No., 01-23782
i4. TRANSPORTATION INFORMATION fonontinued)
Hazard Class or
Division: ORM-IF (Not more than one liter);

Identification Nuamber:

Marine Pollutant:
1ATA
FProper Shipping Hame:

Class or Division:

UN or ID Honber:

15.

CA Proposition 65:

16. OTHER INFORMATION
Eztimated NFPA (R} Cods:
Health Hazard:
Fire Hazard:
Reactivity Hazard:
Specific Hazard:

Estimated HMIS (R}
BHealth Hazard:
Flammability Hazard:
Reactivity Hazards:
Perasonal Protection:

Caode:

NFPA i & registersd
HMIZ is a reglstered

Frepared by:
Comgany :
Phone:

{24dhr.) (860)

Bafety,
Loctite Corp.,

Class 3, Packing Group II {(More than one liter)

Mone (Mot more than one liter);
UH 1133 (More than one liter)
None

Consumer Commodity (Mot more than 500 ml);

REGULATCRY INFORMATICN

Adhesives {More tharn 500 ml)

Class 9 (Not more than 3500 ml);

Class 3, Packing Group II {(Mcre than 500 ml)

10 8000 (Not more than 500 ml);

UN 1133 (More than 500 =l

WARNING: This product containg & chemical known to
the State of California to cause bhirth
defects or other reproductive harm.
Tolusne

Z

3

0

Does not apply

2&

3

0

See Section 8.

trademark of the National Fire Protection Assn.
trademark of the National Paint and Coatings Asan.

Health and Regulatory Affairs - North America,
1001 Tr Br Cr, Rocky Eill CT 06057
571-5100
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